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09 AUToMATIC CeNTre PUNCHeS <ACP-1, ACP-H2, MP-88>

Groz manufactures a complete range of fully automatic single hand 

operated spring loaded punches, wherein the built in mechanism delivers a 

punch just with the pressing of the head. 

The depth of the impression is variable and can be adjusted from light 

marking to heavy blows by turning the knurled head. Screwing the cap 

downwards produces heavy indentation; progressively lighter marking can 

be obtained by screwing the cap upwards. once the knurled cap is set to the 

desired position, the punch will strike the same depth every time. 

These have a round shank with clean and well cut knurling for positive non-

slip grip. Tips are made from hardened tool steel and can be easily removed 

for re-sharpening or replacement.

These are available in three types:

1. Automatic Centre Punch - Light Duty <ACP-1>

2. Automatic Centre Punch - Heavy Duty <ACP-H2>

3. Marking Punch <MP-88>

Cat.Nr. Ordering  
Nr.

Body Diameter Overall Length (L)

Inch mm Inch mm

u ACP/1B 25000 1/2 13 4.3/4 120

Automatic Centre Punch – Light Duty <ACP-1>

Useful for light marking jobs. 

Cat.Nr. Ordering  
Nr.

Body Diameter Overall Length (L)

Inch mm Inch mm

ACP/H-2 25010 23/32 18 5.3/4 146

STP/ACP/H2 (Spare tip) 25011 - - - -

Automatic Centre Punch – Heavy Duty <ACP-H2>

A heavy-duty version of the above punch. It is capable of making 

very deep indentations.

Cat.Nr. Ordering  
Nr.

Body Diameter Overall Length (L)

Inch mm Inch mm

MP/88 25020 5/8 16 6.13/64 157

Marking Punch <MP-88>

A heavy duty punch with a single piece point and shank.
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