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PUNCH & 
CHISEL SETS
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A range of kits carefully thought about, keeping in mind the needs of the 

journeyman… the farmer or rancher…. the mechanic ….the carpenter. 

This is an excellent way to keep your tools organized. These kits are 

packed in heavy-duty terylene pouches for easy access, organization and 

storage

CAT.NR.: KIT/24/ST  ORDERING NR.: 33003  /  24 PC PUNCH AND CHISEL KIT

Constituents Blade Width Stock Size Overall Length

Inch mm Inch mm Inch mm

Octagonal Cold Chisels

CHS/5/1-4 1 /4 6 1 /4 6 5 125

CHS/5/5-16 5/16 8 1 /4 6 5 125

CHS/5.5/3-8 3/8 10 5/16 8 5.1/2 140

CHS/6/1-2 1 /2 13 7/16 11 6 150

CHS/6.5/5-8 5 /8 16 1 /2 13 6.1/2 163

CHS/7/3-4 3 /4 19 5 /8 16 7 175

CHS/7.5/7-8 7/8 22 3 /4 19 7.1/2 190

Centre Punches – Heavy Duty

CP/HD/1-4 1/ 4 6 1 /2 12 6 150

CP/HD/5-32 5/32 4 3/8 10 5 125

CP/HD/5-64 5/64 2 1 /4 6 3.1/2 90

Pin Punches – Heavy Duty

PP/HD/1-16 1/16 1.5 1 /4 6 4 100

PP/HD/3-32 3/32 2.5 5/16 8 4.1/2 112

PP/HD/1-8 1/8 3 5/16 8 4.3/4 119

PP/HD/5-32 5/32 4 5/16 8 5 125

PP/HD/3-16 3/16 5 3/8 10 5.1/4 132

PP/HD/1-4 1 /4 6 3/8 10 5.3/4 145

PP/HD/5-16 5/16 8 7/16 11 6 150

Starting Punches – Heavy Duty

SGP/HD/1-16 1/16 1.5 3/8 10 5 125

SGP/HD/1-8 1/8 3 3/8 10 5 125

SGP/HD/5-32 5/32 4 3/8 10 5 125

SGP/HD/3-16 3/16 5 3/8 10 5 125

SGP/HD/1-4 1/4 6 3/8 10 5 125

SGP/HD/5-16 5/16 8 1/ 2 12 6 150

ACP/1B
Automatic Center Punch, Black Powder Coated – Length 4.3/4" (120 

mm), Body Diameter 33/64" (13 mm)

BRICKLAYER'S 
LINE PINS

16

Cat.No. Ordering  

Nr.

Overall Length

Inch mm

LPN/01/ST 32659 6 150

Used in conjunction with builder's lines for marking out positions or 

aligning brickwork etc. Line Pins are individually forged. Accurately 

hardened these are suitable for use with hardened mortar as well. 

Line Pins have a rust inhibiting plated finish and are sold as a set of 

two

Line Pin being used 

for aligning wall with 

corner

masonry

UTILITY

forged

construction

KIT/24/ST


