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Cat.No. Ordering  
Nr.

Overall Length

Inch mm

LPN/01/ST 32659 6 150

esp	 Línea Perno Del Albañil 
fr	 Ligne Epingle de Maçon 
de	 Maurer-Linie Stift

esp	 Barras de descencofrar 
fr	 Pince a decoffrer 
de	 Nageleisen

13  Wrecking Bars  <No. 331W> 14  BRICKLAYER'S LINE PINS

Manufactured from octagonal section steel, Wrecking Bars have a forged 
construction. These are useful for leveraging timber and for pulling out 
nails from timber, dismantling wooden crates etc. All Wrecking Bars come in 
attractive powder coated finish

Used in conjunction with builder's lines for marking out positions or aligning 
brickwork etc. Line Pins are individually forged. 

Accurately hardened these are suitable for use with hardened mortar as 
well. Line Pins have a rust inhibiting plated finish and are sold as a set of 
two

Cat.No. Ordering  
Nr.

Length Section

Inch mm Inch mm

WB/000 33100 12 300 5/8 16

WB/00 33101 16 400 5/8 16

u	 WB/01 33102 18 450 5/8 16

WB/02 33103 20 500 5/8 16

u	 WB/03 33104 24 600 3/4 19

WB/04 33105 28 700 3/4 19

WB/05 33106 30 750 3/4 19

WB/07 32818 36 900 3/4 19

WB/06 33107 40 1000 3/4 19

Line Pin being 
used for aligning 
wall with corner

u	 BESTSELLER

forged
construction

UTILITY

masonry


